Appl.No. 10/685,178 

Amdt. dated June 7, 2004 

Reply to Office action of Apr. 14, 2004 

Amendments to the Claims: 

This listing of claims will replace all prior versions, and listings, of claims in the application: 
Listing of Claims: 

Claim 1 (original): A pistol magazine cartridge follower grip, to facilitate the loading of cartridges 
into the open end of a pistol magazine against a magazine spring urged cartridge follower, said 
grip comprising a solid block, equipped with a wire attaching means, to which is attached a strong 
narrow gauge wire loop, said wire loop to detachably engage an outward extending knob on said 
cartridge follower, in order to facilitate pulling down said cartridge follower against the upward 
urging of said cartridge magazine spring, said block further provided with an indented notch, said 
block, notch and wire loop so configured and dimensioned that when said wire loop is engaging 
and pulling down said follower knob, said block notch can be attached to the base of said pistol 
magazine so that the tension in said wire loop, transmitted from said spring through said cartridge 
follower, holds said cartridge follower grip fixed to said pistol magazine during said loading 
operation. 
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Claim 2 (currently amended): The pistol magazine cartridge follower grip of claim 1, for 
attachment to ?r said pistol magazine ' having wherein said pistol magazine has a base with an 
outwardly protruding edge, and wherein said solid follower grip block resembles a three 
dimensional block "L" having two upward directed arms of unequal length, each of said arms 
having an essentially flat horizontal upper surface, wherein said upper surface of said longer arm is 
equipped with said wire attaching means and with said wire loop attached to said solid block by 
said wire attaching means at the on said tup e nd upper surface of said longer arm of said solid 
block "L" and wherein said indented block notch is a narrow shallow slot forming a space 
between said arms of said solid block "L", said slot dimensioned to fit snugly over said outwardly 
protruding base edge, on the side of said magazine opposite to the side where said wire loop 
engages said follower knob, to firmly attach said solid follow e r ' grip block to said magazine, in 
order to hold down said cartridge follower, via said wire loop attached to said follower knob, 
when said cartridge follower has been pulled down against the upward urging of said pistol 
magazine spring. 

Claim 3 (currently amended): The pistol magazine cartridge magazine follower grip of claim 1, 
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for attachment to a utitiidge said pistol magazine having a ; wherein said pistol magazine has a 
base which has no outward protruding side edge, wherein said solid follow e i giipr block resembles 
a three dimensional block "IT, having two upward directed arms of essentially equal length, each 
of said arms having an essentially flat horizontal upper surface, wherein said upper surface of one 
of said arms is equipped with said wire attaching means and with said wire loop attached to said _ 
solid b lock "LTa t bv said wire attaching means on the top said upper surface of one of said arm 
arms of said solid block "U", and wherein said indented notch is the indentation between thr said 
two upward directed arms of said solid block "U" and forms a shallow rectangular depression 
with vertical walls, dimensioned to fit snugly under and transversely across said pistol magazine 
base, in order to hold said solid cartridge fulluwei grip block firmly against said base of said pistol 
magazine, when said cartridge follower grip is pulling down said cartridge follower, via said wire 
loop attached to said follower knob, against the upward urging of said magazine spring. 
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